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RTGiREEREBE
SMD Aluminum Electrolytic Capacitors

FRE/R, Case diameter: ®4mm-d10mm.

ERTHEME. Reflow soldering is available.

FEHAMEE Specifications

ERTEZEEREAZ. Available for high density surface mounting.
RoHS 154 E8IM5eEE. Adapted to the RoHS directive.

In B Item

45 % Performance Characteristics

TRRESEE
Category Temperature Range

-55°C ~+105°C

TEREEE
Rated Voltage Range

4~50V,

MRS ERITHRE

Capacitance Tolerance

+20%

(+20°C, 120Hz)

IR
Leakage Current

I < 0.01CRU; or 3(uA), B AE (2 %0 ) Whichever is greater (at 20°C , after 2 minutes)
Cy: T#REBZAE Nominal capacitance(uF), Uy IEFB/E Rated voltage(V)

IRCAIETIE (t98)
Dissipation Factor (Max)
(+20°C,120Hz)

Rated Voltage (V)

4

6.3

10

16

25

35 50

tg&(Max.)

0.40

0.30

0.24

0.20

0.16

0.14 0.14

+105°CHEANEREFEE 2000 /MN\iYf5 , FESERRARELA FEK

After 2000 hours' application of rated voltage at 105°C, the capacitor shall meet the following requirement:

BEAETER +20% ¥IANEMELAR ( < 16V: +25% ¥IENEELR )
At Capacitance change Within £20% of the initial value( < 16V: within +25% of the initial value)
Endurance IRACAIEE < 200% EAHLEE
Dissipation factor Not more than 200% of the initial specified value
IREEI < ¥IEMEE
Leakage current Not more than the initial specified value
=R +105°C I°7F 1000 /\edfE , EEARRRLAELA EMAMER,
Shelf Life After storage for 1000 hours at 105°C ,the capacitors shall meet the requirement of load life above.

IEEEEME (BEHIEL Max. ) Rated Voltage(V,.) 4 6.3 10 16 25 35 50
Temperature characteristics K9 0
(Max. Impedance ratio) ACEE ) ’ 4 3 2 2 2
(120Hz) Z(-40°C)/Z(+20°C) 15 8 8 4 4 3 3
£ 250°CRISRMFT |, ERRRERR LIRFF 30 70 , AEMPWR LEVHER SR | iLHA=R MRS | BERMBEUTEK :
The capacitors shall be kept on the hot plate maintained at 250°C for 30 seconds. After removing from
the hot plate and restored at room temperature, they meet the following requirement:
HRETHER +10% ¥IANEELIA
itisdasn, Capacitance change | Within £10% of the initial value
Resistance to Soldering Heat R ENE < MENEE
Dissipation factor Not more than the initial specified value
iRFE < ¥IANEE
Leakage current Not more than the initial specified value




Sancon® VH series

SMEEIR R~ Diagram of Dimensions

Unit: mm
D A B C E L H o) A B C E L H
4x54 1.8 43 43 1.0 5.4 8x6.5 2.9 8.3 8.3 23 6.5
5x5.4 2.1 53 53 13 54 | 0508 8x10.5 2.9 8.3 83 3.1 10 |o0s8-11
6.3x5.4 2.4 6.6 6.6 2.2 5.4 o 10x105 | 3.2 103 | 103 45 10
6.3x7.7 2.4 6.6 6.6 2.2 7.7
BFHREE. GEdE. MEYLERRSIMER TR
Nominal capacitance,rated voltage,rated ripple current and case size table
M 4 63 10 16 25 35 50
Item
dDxL I~ dDxL I~ ODxL I~ dDxL I~ ®DxL I~ dDxL I~ ®DxL I~
Cap.(uF) (mm) (mA) (mm) (mA) (mm) (mA) (mm) (mA) (mm) (mA) (mm) (mA) (mm) (mA)
0.1
0.22
033
047
1.0 4x54 | 63
22 4x5.4 11
33 4x5.4 14
47 4x5.4 13 4x5.4 16 5x5.4 19
10 4x54 18 5x5.4 23 5x5.4 27 6.3x5.4 30
22 4x5.4 22 4x5.4 22 5x54 27 5x5.4 30 |[63x54| 38 |[63x54| 44 |[63x77| 51
33 5x5.4 30 5x5.4 30 5x5.4 35 6.3x5.4 40 6.3x5.4 48 6.3x7.7 59 6.3x7.7 60
6.3x7.7
47 5x54 36 5x5.4 36 [ 63x54| 46 |63x54| 50 |63x77| 66 |63x7.7| 80 s 63
x0.
6.3x7.7
100 | 63x54 | 60 |63x54| 60 |63x54| 60 |63x54| 95 res 91 |63x77| 100 | 8x10.5 | 230
xX0.
150 | 63x54 | 86 |63x54| 86 |63x77| 86 |63x7.7 8x105 | 240 | 8x105 | 260 |[10x105| 250
6.3x7.7
220 63x77| 102 |63x77| 102 |——— 105 |63x77| 105 |8x105| 320 |10x105| 450 |10x105| 375
X0.
330 | 63x77| 105 | 8x105 | 290 | 8x10.5 | 290 | 8x10.5 | 290 |10x10.5| 450
470 | 63x7.7 | 105 | 8x105 | 340 | 8x105 | 320 | 8x105 | 320 |[10x10.5| 490
680 8x10.5 | 340 | 8x10.5 | 340 |10x105| 392 |10x105| 470
1000 | 8x10.5 | 340 [10x10.5| 495 [10x10.5| 550

\— I~ = SELOKET Rated ripple current (mA)(+105° C ,120Hz)

WELERAENMERY Frequency coefficient of ripple current

Frequency $i=& 50Hz 120Hz 300Hz 1kHz 10K~100KHz
Coefficient  Z#{ 0.70 1.00 1.17 1.36 1.50




