Sancon®

VK series

RTGiREEREBE
SMD Aluminum Electrolytic Capacitors

\"/

H 125°C 1000-1500 /MidfRiESR. 125°C 1000-1500 hrs guarantee.
B FHERY  ©6.3-010mm, Size: $6.3-®10mm.

B ERTEREERINSE
B RoHS 154 EXIM5sEE. Adapted to the RoHS directive.

. Available for electrical parts with high temperature.

FEHAMEE Specifications

Leakage Current

In B Item 45 % Performance Characteristics
TYERESER _40°C ~+125°C
Category Temperature Range
EREEE
Rated Voltage Range 1050V
IRFRERS BRI RE £20% (+20°C, 120Hz)
Capacitance Tolerance
TREETR I < 0.01CUy or 3(pA), BUsEKE (2 541 ) Whichever is greater (at 20°C , after 2 minutes)

Cg: TRREBARE Nominal capacitance(uF), Ug: BIEFB/E Rated voltage(V)

IRCAEYE (tgd)
Dissipation Factor (Max)
(+20°C,120Hz)

Rated Voltage(V,.) 10 16 25 35 50
tg&(Max.) 0.30 0.24 0.20 0.17 0.14

+125°CiZE420 1000~1500 /NEERE/E |, EBARRRLHEIL TEXK
After 1000~1500 hours' application of rated voltage at 105°C, the capacitor shall meet the following requirement:

FERSIE] ®6.3*5.8~®6.3*7.7:1000 /AT
Specified time ®8*10.5~®10%10.5:1500 /AT
A HAETHER +30% ¥IIANEELAA

Endurance Capacitance change Within £30% of the initial value
IRRAIETE < 300% IHAMEE
Dissipation factor Not more than 300% of the initial specified value
IRERI < ¥IAMEE
Leakage current Not more than the initial specified value

=Err +105°C ™77 1000 /\Bf5 , ANEREL(FERE 30 ¥ , BRRBMHEU EMAMER,

Sh:llf Life After storage for 1000 hours at 105°C ,Ug to be appliled for 30 minutes,the capacitors shall meet the requirement

of load life above.

SEEEEEME (BEHIEL Max, ) Rated Voltage(Vy.) 10 16 25 35 50
Temperature characteristics Z(-25°C )/Z(+20°C) 6 5 4 3
(Max. Impedance ratio)
(120Hz) Z(-40°C)/Z(+20°C) 12 8 6 4 4
£ 250°CRISKMET , FRASRERTERVR LIRIF 30 7, AEMPVR BN SRS | ILHAEERE TIRE , BESRAHELUTEK
The capacitors shall be kept on the hot plate maintained at 250°C for 30 seconds. After removing from
the hot plate and restored at room temperature, they meet the following requirement:
EEETER +10% ¥IIANEELA
TR Capacitance change Within £10% of the initial value
Resistance to Soldering Heat X —
9 SR < AN
Dissipation factor Not more than the initial specified value
IREEI < YIEMEE
Leakage current Not more than the initial specified value




® .
Sancon VK series
SpER R~ Diagram of Dimensions

Unit: mm
oD A B C E L H
63x58 | 24 6.6 66 22 58
6.3x7.7 24 6.6 6.6 22 77 |08
8x105 | 29 83 83 31| 105 [ o
10x105 | 32 | 103 | 103 | 45 | 105

it LE P63 FTENE +0.3, P8 RLAEFEAE +0.5

RHRATE. BGERE. MEQERESIMER TR

Nominal capacitance,rated voltage,rated ripple current and case size table

WMELSERREBMERB Frequency coefficient of ripple current

Vi?tt:ge Cap. ®DxL m,l}\:ms V%?ttae:e cap. oo m;;:ms

(Va) (WF) (mm) 120Hz/125°C Vo) (WF) (mm) 120Hz/125°C
68 6.3x5.8 50 10 6.3x5.8 50
100 6.3x7.7 75 22 6.3x5.8 50
220 8x10.5 130 33 6.3x7.7 70

10 330 8x10.5 130 47 6.3x7.7 70
330 10x10.5 180 = 47 8x10.5 130
470 10x10.5 180 100 8x10.5 130
33 6.3x5.38 50 100 10x10.5 180
47 6.3x7.7 70 220 10x10.5 180
100 6.3x7.7 75 10 6.3x5.8 50

16 100 8x10.5 130 22 6.3x7.7 70
220 8x10.5 130 33 6.3x7.7 70
220 10x10.5 180 50 33 8x10.5 130
330 10x10.5 180 47 8x10.5 130
22 6.3x5.8 50 47 10x105 180
33 6.3x5.8 50 100 10x10.5 180
47 6.3x7.7 70

25 100 8x10.5 130
220 8x10.5 130
220 10x10.5 180
330 10x10.5 180

Frequency S0

50Hz

120Hz

300Hz

1kHz

10KHz ~

Coefficient

0.85

1.0

117

1.36

1.50




