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SMD Aluminum Electrolytic Capacitors

FEREfR. Case diameter: ®4mm-®10mm.
ERTHRE. Reflow soldering is available.
ERTEZEEREAZ. Available for high density surface mounting.
RoHS 154 E8IM5eEE. Adapted to the RoHS directive.

FEHAMEE Specifications

Capacitance Tolerance

In B Item 45 % Performance Characteristics
TRRESEHE 40°C ~+85°C
Category Temperature Range
e e .
Rated Voltage Range 4~100Vec
RS B AVHRE +20% (+20°C, 120H2)

IR
Leakage Current

I < 0.01CRU; or 3(uA), B AE (2 %0 ) Whichever is greater (at 20°C , after 2 minutes)

Cy: T#REBZAE Nominal capacitance(uF), Uy IEFB/E Rated voltage(V)

Leakage current

HRKAIEYE (t95) Rated Voltage(Vy.) 4 6.3 10 16 25 35 50 63 100
Dissipation Factor (Max)
( +20°C,120Hz ) tgd(Max.) 0.35 0.28 0.24 0.20 0.16 0.14 0.12 0.12 0.10
+85°CHEANERERE/E 2000 /\iff5 , FRASERRLAELL FEXK
After 2000 hours' application of rated voltage at 85°C, the capacitor shall meet the following requirement:
HRETHER +20% HIANEELAR ( < 16V: +25% ¥IENEELAR )
T Capacitance change Within £20% of the initial value( < 16V: within +25% of the initial value)
Endurance SRAEE < 200% PHAHIEIE
Dissipation factor Not more than 200% of the initial specified value
iRFEI < ¥IAMEE
Leakage current Not more than the initial specified value
[l +85°C IfF 1000 /MiYfS , EBARRAGRELA EMIAMEEK
Shelf Life After storage for 1000 hours at 85°C ,the capacitors shall meet the requirement of load life above.
Rated Voltage(Vy.) 6.3 10 16 25 35 50 63 100
BERE (BRI Max. ) . | <e8| 7 4 3 2 2 2 2 2 2
Temperature characteristics Z-25°C /+20°C > 8 7 4 3 P P P 2 >
(Max. Impedance ratio) -
(120Hz) <8 15 8 4 4 3 3 3 3
Z-40°C /+20°C
>¢p8| 15 10 8 6 4 3 3 3 3
7 250°CRISKMET |, FRASERERVR LIRIF 30 7, AEMPVR EENHER SRS | ILHAERE RS , BESBAHELTEK
The capacitors shall be kept on the hot plate maintained at 250°C for 30 seconds. After removing from
the hot plate and restored at room temperature, they meet the following requirement:
AT +10% ¥IsANEELA
TR Capacitance change Within £10% of the initial value
Resistance to Soldering Heat -
RRRIETE < ¥IeMEE
Dissipation factor Not more than the initial specified value
IRFEI < ¥IAMEE

Not more than the initial specified value




Sancon® VS series

$pEIR R~ Diagram of Dimensions

Unit: mm
oD A B C E L H oD A B C E L H
4x54 18 43 43 10 54 8x6.5 2.9 8.3 8.3 23 6.5
5x5.4 2.1 53 53 10 54| 0508 8x10.5 2.9 8.3 8.3 3.1 10 |08-11
6.3x5.4 24 6.6 6.6 22 54 = 10x105 | 32 103 | 103 45 10
6.3x7.7 24 6.6 6.6 2.2 7.7
FHAFE. BERE. BELRARSIMERTIRER
Nominal capacitance,rated voltage,rated ripple current and case size table
e 4 6.3 10 16 25 35 50 63 100

Item
®DxL | I~ | ®DxL | I~ | ®DxL | I~ | ®DxL | I~ ODxL I~ ®DxL | I~ ODxL I~ ®DxL | I~ | ®DxL | I~
Cap.(uF) (mm) | (mA) [ (mm) [(MA)| (mm) [(MA)| (mm) [(MA)| (mm) [(MA)[ (mm) [(MA)| (mm) [ (MA)| (mm) [(mA)[ (mm) |(mA)

0.1 4x54 | 3.2
0.22 4x54 | 47
0.33 4x54 | 57
0.47 4x54 | 6.8
1.0 4x54 | 10
22 4x54 | 15
33 4x54 | 18

4x54 | 24
47 4x54 | 22 | 4x54 | 20 5x54 | 25
10 4x54 | 26 4x54 | 24 | 4x54 | 24 | 5x54 | 41 8x65 | 40

5x5.4 32 5x5.4 34 |6.3x54| 43
4x54 30 4x54 30 5x5.4 38 5x54 39
22 4x54 | 31 ©x54 | 39 | 5x54 | 44 [63x54] 55 63x54 ] 59 6.3x54( 71 8x6.5 | 96 |8x10.5| 77

4x54 | 31 | 4x54 | 34 | 5x54 | 44 5x5.4 46

33| 4x54 | 31 [t e e e a T e Tease a6 63%54 | 65 [63x77| 94 |8x105 | 117 | 8x105 | 100
47 | 4x54 | 37 gi?ﬁi :g 6?;5;‘4 ‘6‘; 6?;)(5;‘4 ;é 63x54| 70 |63x7.7| 94 gf;g; 12(5) 10x10.5| 140 |10x10.5 130
w0 svse| 0 (B S oo o [ 607 e (227 T2 s Lo

T I E el e etk

330 6.3x7.7 | 188 | 8x10.5 | 390 | 8x10.5 | 320 foxxlfdi 54718 10x10.5| 360

470 8x10.5 | 380 | 8x10.5 | 390 18011106.55 z;g 10x10.5| 380

1000 1%211055 %8 10x10.5| 580

1500 10x10.5| 750

I~ = EUELGREER Rated ripple current (mA)(+85° C,120Hz)

WMELSERTENMERY Frequency coefficient of ripple current

Frequency $iE 50Hz 120Hz 300Hz 1kHz 10K~100KHz
Coefficient &R# 0.70 1.00 117 1.36 1.50




