Sancon®

MZ. series

M Z &5 (CD26G))

B {RES
B 258, MATR

FEHAMEE Specifications

+105°C 3000 /\F  Load life: +105°C 3000 hours .
Economical type, miniaturized .
B 54 RoHS RoHS Compliant.

Capacitance Tolerance

In B Item %% 1% Performance Characteristics
TIEREEE o
Category Temperature Range -40~+105°C ( 160~400V,. )
ERETE i
Rated Voltage Range 160~400Vq,
et +20% (+20°C, 120Hz)

iR
Leakage Current

1<0.02CV+25pA ( 160~400V,, )
L. J5FEi7t Leakage current (pA), C: 2EBZFE Nominal capacitance (uF) V: ZiEER/E Rated Voltage (V)
(20°C ,2 43%% minutes)

?ETD%%IE?JE F( t9t6 ) Rated Voltage(Vy.) 160 200 250 400
issipation Factor
(+20°C,120Hz ) tg6(Max) 0.15 0.15 0.15 0.20
Tfﬁfgﬁﬁ ( Bﬁﬁitb Max. ) Rated Voltage(Vy) 160 200 250 400
emperature characteristics o 2
(Max. Impedance ratio) ZRECNEGE0C) 3 3 3 :
(120Hz) Z(-40°C)/Z(+20°C) 6 6 6 6
£ 105°CIMEAR , SN EREBESTESRER ( FTNEEIEEN BT EE T1FERIE )3,000 M5 , FHEEREE
20°C FHTER , RiELATEK :
s The specifications listed below shall be met when the capacitors are restored to 20°C after DC voltage plus rated
Endurance ripple current is applied for 3000 hours at 105°C, the peak voltage shall not exceed the rated voltage
EBRET/E Capacitance change : <#JIAEAI £20% +20% of the initial value
RKRIETE D.F. (tand) : <¥JRANIF{ERY 200% 200% of the initial specified value
B H i Leakage current: <#ISARHE(E The initial specified value
£ 105°CEMEF |, TREHE 1000 /M\f5 |, FREEREER) 20°CRTER , RIBELTEK
The following specifications shall be satisfied when the capacitors are restored to 20°C aafter leaving them under
SErE no load at 105°C for 1000 hours.
Shelf Life BB Capacitance change : <¥J#AERY £20% +20% of the initial value

RERIETHE DF. (tand) : <#IFAHIEIERY 200% 200% of the initial specified value
B H i Leakage current : <#JFARIIE(ERY 500% 500% of the initial specified value

$MESEI R R~ Diagram of Dimensions

GUg R RIEERY Multiplier for Ripple Current

15 Sleeve Unit: mm
SRERZE] Frequency coefficient
- |F£0.5 Em% (Hz)
Frequency
‘ EREEE (V) 120 1K 10K 100K
L ‘ 15min. ‘ 4min. | Rated Voltage
160~400 0.50 0.80 0.90 1.00
¢D 6.3 8 10 125 13 16
¢d 0.5 0.5 | 0.6 0.6 0.6 0.6 0.8
F 25 35 5.0 5.0 5.0 7.5
¢D' ®D+0.5max
L L+2max




Sancon® MZ. series

xR —%¥E Standard Ratings

Rated Ca Size Raf:ic:rgrﬁ)t':) le Rated Ca Size Raf:?.ldrrgr'::tp le
Voltage (pFF; dDxL tand o Voltage (pFF; ®DxL tand AT
(Vad () 105°C /100KHz (Ve i) 105°C /100KHz
47 6.3x7 0.15 52 6.3x9 0.15 80
56 6.3x9 0.15 58 i 6.3x12 0.15 85
6.8 6.3x12 0.15 70 ' 8x9 0.15 80
8.2 6.3x12 0.15 100 8x12 0.15 90
6.3x12 0.15 135 o8 8x9 0.15 92
10 8x9 0.15 135 ’ 8x12 0.15 9%
8x12 0.15 145 8x9 0.15 9%
8x12 0.15 162 8.2 8x12 0.15 100
- 15 8x16 0.15 180 o 10x9 015 100
(2¢) 10x9 0.15 160 0 8x12 0.15 150
’ 8x16 0.15 245 10x9 0.15 150
10x12 0.15 260 15 8x16 0.15 195
33 10x16 0.15 320 22 10x16 0.15 280
i 10x16 0.15 365 i 1020 0.15 360
10%20 0.15 400 12.5x16 0.15 360
56 10x20 0.15 450 i 12.5x16 0.15 430
s 12.5x16 0.15 490 12.5%x20 0.15 455
12.5%x20 0.15 530 1 6.3x9 0.20 35
47 6.3x9 0.15 52 15 6.3x9 0.20 40
56 6.3x12 0.15 62 18 6.3x12 0.20 49
6.8 6.3x12 0.15 76 ’ 6.3x12 0.20 60
o5 8x9 0.15 90 ’ 8x9 0.20 60
' 8x12 0.15 95 13 8x9 0.20 70
8x9 0.15 130 ' 8x12 0.20 75
200V 10 8x12 0.15 145 i 8x12 0.20 95
(2D) 10x9 0.15 145 ’ 10x9 0.20 95
B 8x12 015 170 (4‘2)2\’) 8x12 0.20 117
8x16 0.15 185 6.8 8x16 0.20 130
22 8x16 0.15 255 10x12 0.20 130
33 10x16 0.15 330 8x16 0.20 170
47 10%20 0.15 420 10 10x12 0.20 170
56 12.5x20 0.15 500 10x16 0.20 195
15 10x16 0.20 230
22 12.5%x20 0.20 345
33 13x20 0.20 445
47 16x25 0.20 650

ARIEEREEEH M Customer products are available on request.



