Sancon® LK series

L K (CD26F)

m 105°C 5000-10000 /)6, 5000-10000 hours at 105°C .
B KEdy , IASGRER. Long life, high Ripple Current.
W BFEGHSE  MAJEKA. Electronic Ballast, for input filtering.

FER KA Specifications

I B Item 4% 4 Performance Characteristics

TIERESEE e i
Category Temperature Range 25~+105°C

FUERE TR ~
Rated Voltage Range 160~450Vy,

MRS ERITRE o
Capacitance Tolerance +20%  (+20°C, 120H2)

IREEI . °
1< 0.04CV+100 ( after 1 minutes, at 20°C )
Leakage Current

RUAIEYIE (tg6) Rated Voltage(Ve) | 160 | 200 | 250 | 350 | 400 | 450
Dissipation Factor
( +20°C,120Hz ) tg&(Max.) 0.10 0.12

. Case Size Life Time(hrs)
IREHHE (PEHILL Max. ) Rated Voltage(Ve) | 160 | 200 | 250 | 350 | 400 | 450 ®D10x12.5 5000
Temperature characteristics ®D10x16

(Max. Ir(r]fzegs;\c)e ratio) Z(-25°C)/Z(+20°C) 3 6 ®D10x20 8000

®D > 12.5 10000

+105° CRENMTERE SO R AV ERE B EXS RANERE , RS 24 /N\e3f5
A After applying rated voltage with specified ripple current for specified time at +105°C and then resumed 24 hours:
Ty BRI Capacitance change : <¥J#5{ERY £30% +30% of the initial value

REAIETE DF. (tand) : <¥JPAMIR(ERY 300% 300% of the initial specified value

w B i Leakage current: <#¥J3AREE The initial specified value

+105°C , 1000 /NICFFSS , INERE TFERIERLER 30 8, RS 24 /NS5 -
=ErE After storage for 1000 hours at +105°C ,U; to be applied for 30 minutes and then resumed 24 hours :
S;:]Ilf Life A BT Capacitance change : <#l#AERT £20% +20% of the initial value
REAIETHE DF. (tand) : <¥JFAHIIE(ERY 200% 200% of the initial specified value
" B " Leakage current : <#FAHIAE(E The initial specified value

SpEIR R~ Diagram of Dimensions SURMEEIERE Multiplier for Ripple Current
£4 Sleeve Unit: mm
\ SRERZ ] Frequency coefficient
1 = ] od
o =7 = “Trwos Frequency(Hz) 15, 1K 10k | 100k
E 3 3 = Cap(uF)
|\ ) 1~4.7 0.2 0.4 0.8 1.0
v 15min. 4min. 6.8~15 0.3 0.6 0.9 1.0
! 22~82 04 07 0.9 10
100~220 0.45 0.75 0.9 1.0
oD 10 125 16 18
F 5.0 5.0 7.5 7.5 JREEZREL Temperature coefficient
od 0.6 0.6 0.8 0.8 T © s 35 105
$D' ®D+0.5max emperature (*C ) * * *
K L+ 2max Coefficient 2.1 17 1.0




Sancon® LK series

FfER—% K Standard Ratings

(SH;ge Capacitance q)sgfL Razi(:rzr?fle zolyclja)g_gts)ﬁz 20To)ép1E250RHZ (SLLJJr'z;e Capacitance q)SIiDZfL Raf:i?rgr?tple ZO'E/CI:a)ELESEIz ZOT’}(I:plEZSORHz
Voltage) (uF) (mm) 105°C, 120Hz (b) (b) Voltage) (uF) (mm) 105°C, 120Hz (b) (’Q)
Code(V) (mArms) Code(V) (mArms)

10 10x16 320 133 7 1 10x12.5 70 160 60
22 10x20 500 6 35 15 10x12.5 100 107 40
33 10x20 650 4 25 22 10x12.5 140 724 27
47 10x20 750 2.8 17 33 10x16 180 483 19
égg) . 12.5%20 1180 2 11 47 10x16 220 339 135
2 16x20 1180 2 11 5.6 10x20 250 284 115
100 12.5x25 1420 13 0.7 (ﬁgg) 6.8 10x20 280 234 95
16x20 1420 13 0.7 26 10 10x20 350 159 6.4
150 16x25 1890 0.9 0.48 15 12.5%20 550 106 43
220 18x25 2370 0.6 032 12.5%25 760 7.2 29
47 10x12.5 200 28.2 15 2 16x20 760 7.2 29
6.8 10x16 220 19.5 10.5 33 16x20 900 48 1.9
10 10x16 320 133 7 47 16x25 1180 34 1.4
22 10x20 500 6 32 68 18x25 1470 23 09
(5‘5’8) 33 10x20 650 4 22 22 10x16 150 724 29
ZD 47 12.5%20 980 2.8 15 33 10x16 180 483 19
12.5x25 1300 2 11 47 10x20 220 339 135
°8 16x20 1300 2 11 5.6 10x20 250 284 115
100 16x20 1420 13 0.7 (‘5‘(5)8) 6.8 10x20 280 234 95
150 16x25 1890 0.9 0.48 W 10 12.5%20 450 159 6.5
47 10x12.5 200 28.2 15 15 12.5%25 600 106 43
6.8 10x16 250 195 105 22 16x20 730 7.2 29
10 10x16 320 133 7 33 16x25 980 48 19
250 22 10x20 500 6 32 47 18x25 1200 34 14
£ 33 12.5x20 800 4 22
47 12.5%25 980 2.8 15
ARIEEFEEERFM Customer products are available on request.
68 16x20 1300 2 11
100 16x25 1530 13 0.7
150 18x25 1940 0.9 0.48
15 10x12.5 100 106 60
22 10x12.5 140 724 il
33 10x12.5 180 483 28
47 10x16 220 339 19
350 56 10x16 250 284 16
5 6. 10x20 280 234 13
10 10x20 350 159 9
22 12.5%20 650 7.2 41
33 16x20 900 438 2.7
47 16x20 1080 34 19
68 18x25 1470 23 13




