Sancon®

RB series

RB ..»

m (RIS

+130°C 2,000~ 5,000 /6T Load life:+130°C 2,000 ~5,000 hours.
B SoJEEt , EE  High reliability, withstand high temperature.
B 54 RoHS RoHS Compliant.

FERARMEE Specifications
I B Item 4% 1% Performance Characteristics
Categor? 4’5&%2%?6 Range -40~+130°C
el e 10-120,,
SR B k= +20% (+20°C, 120Hz)

Capacitance Tolerance

iRFER

Leakage Current

< 0.01CV Bf 3uA FEE—MZAIE , Whichever is greater
I ifsFBiAT Leakage current (uA), C: 52EEZFE Nominal capacitance (uF) V: ZixeE/E Rated Voltage(V)
(20°C ,2 55%Hh minutes)

IRECAIEYE (tgd)
Dissipation Factor
(+20°C,120Hz )

Rated Voltage(V,) 10 16 25 35 50 63 100 120
tg&(Max.) 0.20 0.16 0.14 0.12 0.10 0.09 0.08 0.12

IRERHE (FEHLEL Max. )
Temperature characteristics

Rated Voltage(Ve) | 10 | 16 | 25 | 35 | s0 | 63 [ 100 | 120

(Max. Impedance ratio) AREC YAGAVE) 3 2 3
(120Hz) Z(-40°C)/Z(+20°C) 6 4 | 3 6
+130°CIREH |, EENREREESIESORBRIG | FFRERSE) 20°ChY , RHELFEK Dia Load Life
The specifications listed below shall be met when the capacitors are restored to 20°C after : (hours)
A4 DC voltage plus the rated ripple current is applied for a specified period of time at 130°C. »D=8 2000
Endurance EEAFETER Capacitance change : <#IIA{ERY £30% +30% of the initial value ®D=10 3000
RECAIETE D.F.(tg8) : <¥IMAKIIEIERT 300% 300% of the initial specified value
® H i Leakage current: <¥J{ARIAZE The initial specified value ®D>125] 5000
+130°CEREH , TRiTAE 1000 N3/ , FrEESIBEEREE] 20°CRY |, BRI TEK
The following specifications shall be satisfied when the capacitors are restored to 20°C after leaving them under
Rl no load at 130°C for 1,000 hours.
Shelf Life FBAETER Capacitance change : <#J#4{EHY £30%  +30% of the initial value

REMBIETE
w B R

D.F.(tgd) : <#IAKHEIERY 300%
Leakage current : <¥JIARIE(ERY 500%

300% of the initial specified value
500% of the initial specified value

S$pEIR R~ Diagram of Dimensions

SURREEIER Multiplier for Ripple Current

15 Sleeve Unit: mm
- (—q o SERZE Frequency coefficient

oD’ - 7 4:‘rj 1 N - |Fz05 R (Hz)

J === Frequency
- 29 =B (uF) 50/60 120 1K 10K 100K

v ‘ 15min. 4min. Cap.
Cap. < 10 0.35 0.42 0.60 0.80 1.00
¢D 8 10 125 16 18 10 < Cap. < 47 0.45 0.55 0.75 0.90 1.00
&d 05 | 06 06 06 038 038 47 < Cap. < 470 0.60 0.70 0.85 0.95 1.00
F 35 50 50 75 75 470 < Cap. < 2200| 0.65 0.75 0.90 0.98 1.00
¢D' ®D+0 5max Cap. > 2200 0.75 0.80 0.95 1.00 1.00
L' L+2max

Low Impedance




Sancon® RB series

FfER—% K Standard Ratings

VRated Cap Size Rated ripple current Rated Cap Size Rated ripple current
oltage P ODxL tand (nmArms) Voltage ) ODxL tand (omArms)
(Vs (mm) 130°C /100KHz (Vs (mm) 130°C /100KHz
330 8x11 0.20 360 33 8x11 0.09 250
470 10x13 0.20 620 47 10x13 0.09 400
10 1000 10x20 0.20 960 100 10x16 0.09 450
(1A) 2200 12.5x25 0.22 1430 63 220 12.5%20 0.09 820
3300 16x25 0.24 1900 1) 330 12.5x25 0.09 1000
4700 16x30 0.26 2300 470 16x25 0.09 1500
330 8x12 0.16 360 1000 16x30 0.09 1850
470 10x13 0.16 620 1500 18x40 0.09 2350
16 1000 10x20 0.16 960 47 8x11 0.08 100
(10) 2200 12.5x25 0.18 1430 10 8x11 0.08 200
3300 16x30 0.20 2300 22 8x12 0.08 220
4700 16x35 0.22 2550 33 10x13 0.08 260
220 8x12 0.14 360 v 47 10x16 | 008 330 8
330 10x13 0.14 620 100 12.5%x20 0.08 670 3
25 470 10x16 0.14 800 220 16x25 0.08 1100 é’-
(1E) 1000 12.5%20 0.14 1100 330 16x30 0.08 1300 -
2200 16x30 0.16 2300 470 18x30 0.08 1600 §
3300 16x35 0.18 2550 22 8x12 0.12 115
100 8x11 0.12 360 8x16 0.12 200
220 10x13 0.12 620 33 10x13 0.12 200
330 10x16 0.12 800 8x20 0.12 240
(i\s/) 470 10x20 | 012 960 47 10x16 | 012 240
1000 12.5%25 0.12 1430 56 10x16 0.12 255
2200 16x35 0.14 2550 68 10x16 0.12 255
3300 18x35 0.16 2800 82 10x20 0.12 270
1 8x11 0.10 35 100 10x25 0.12 340
22 8x11 0.10 50 (1223‘; 120 125x20 | 0.12 465
33 8x11 0.10 70 150 12.5x25 0.12 515
47 8x11 0.10 100 13x30 0.12 630
10 8x11 0.10 200 220 16x20 0.12 630
22 8x11 0.10 260 16x25 0.12 720
50 33 8x11 0.10 300 270 18x20 0.12 720
(1H) 47 8x11 0.10 300 16x30 0.12 775
100 10x13 0.10 520 330 18x25 0.12 775
220 10x20 0.10 890 16x40 0.12 865
330 12.5%x20 0.10 1000 470 18x30 0.12 865
470 12.5x25 0.10 1200
1000 16x30 010 —— ARIEEFSEEH M Customer products are available on request.
2200 18x40 0.12 2800




