Sancon® SX series

sx ¥R (CD11C)

B 7(9)mmig, BARER , 85°C 1000 /T,
7 (9 ) mm height, for general purpose, standard size, 85°C 1000 hours.
B ERTRESE. TV, SRERRESE &R,

Used in car audio, TV, air conditioners circuits remote device, etc.

B RoHS 18<$BxIM5eEE, Adapted to the RoHS directive.
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FERAKMEE Specifications s
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In B Item 45 % Performance Characteristics =)
TIEREEE .
Category Temperature Range -40~+85°C
ERETE
Rated Voltage Range 6.3~63Vs
RS B AIHRE .
Capacitance Tolerance £20%  (+20°C, 120H2)
R N . : N hever i
Leakage Current [1<0.01CVor3 (pA) 2 5% (at 20°C ,after 2 mintues ) BU&AE ( whichever is greater )
iﬁ%ﬁflﬁ?ﬂﬁ (tgd) Rated Voltage(V,.) 6.3 10 16 25 35 50 63
Dissipation Factor
( +20°C ,120Hz) tg&(Max.) 0.24 0.20 0.16 0.14 0.12 0.10 0.10
REAFME (FEHIEE Max. ) Rated Voltage(Vy.) 6.3 10 16 25 35 50 63
Temperature characteristics N o
(Max. Impedance ratio) Z(-25°C)/Z(+20°C) 4 3 2 2 2 2 2
(120Hz) Z(-40°C)/Z(+20°C) 8 6 4 4 3 3 3

+85°CHNEREERE 1000 /N , #RE 16 \ETE -

Tt After applying rated voltage for 1000 hours at +85°C and then resumed 16 hours :

e EEAET{LE Capacitance change : <#IIANE(ERY £25% +25% of the initial measured value
RKARIETE D.F. (tgd) : <¥IHAHIAS{ERYT 200% 200% of the initial specified value

J® H i Leakage current: <#ISARHEE The initial specified value

+85°C, 1000 NITF/E , %E 16 /\IH/E

=ErE After storage for 1000 hours at +85°C and then resumed 16 hours :

S'EJh::ilf Life EBARET/E Capacitance change : <#IIANE(ERY £25% +25% of the initial measured value
REAHIETIE D.F. (tg8) : <#IEAHIAR{ERY 200% 200% of the initial specified value

w B R Leakage current : <¥J{AMIE(ERY 200% 200% of the initial specified value

$pEIR R~ Diagram of Dimensions LURREEIERE Multiplier for Ripple Current
147 Sleeve Unit: mm
T "W od
— = SREZRE Frequency coefficient
®D’ . — i - - |F£0.5
é ,,,,, 4 Frequency(Hz)
v 15min. 4min. Cap(uF) 60 120 1k > 10k
1~ . 1. 1. 1.
oD 4 5 63 8 0168 08 0 3 >
F 15 2.0 2.5 35 100-470 0.8 1.0 1.15 1.2
&d 0.45 0.5
o Ls7)1 (L>9)15
¢D' ®D+0.5max
L L+amax




Sancon® SX series
iEm—% K Standard Ratings
Rated
Voltage 6.3 10 16 25 35 63
(Vad (0J) (1A) 10 (1E) av) (1H) 1)
Cap.(uF)\ Code
0.1 OR1 4x7 0.8
0.22 R22 4x7 2.0
0.33 R33 4x7 3.0
0.47 R47 4x7 4.0
1 010 4x7 7 4x7 8.5 4x7 11
2.2 2R2 4x7 13 4x7 14 4x7 16
33 3R3 4x7 13 4x7 16 4x7 17 5x7 20
4.7 4R7 4x7 16 4x7 16 4x7 19 4x7 22 5x7 26
5x7 29
10 100 4x7 21 4x7 24 4x7 19 5x7 34 6.3x7 40
4x7 22
22 220 4x7 29 4x7 33 4x7 37 5x7 29 6.3x7 45 6.3x7 53
5x7 48 8x7(9) 80
33 330 4x7 37 4x7 41 5x7 45 6.3x7 59
4x7 35 6.3x7 53
5x7 45 8x7(9) 90
47 470 4x7 44 4(5)x7 51 5x7 57 8x9 98
6.3x7 59 6.3x7 60
6.3x7 75
100 101 5x7 68 5x7 75 6.3x7 89 8x7 90
8x7(9) 95
6.3x7 80
220 221 6.3x7 101 6.3x7 118 8x7 110
8x7(9) 120
330 331 8x7(9) 132 8x7(9) 135 8x7 120
470 471 8x7(9) 144 8x7(9) 150

EELURKEER Rated ripple current(mA,+85°C ,120Hz)

AREEEEEHFTHR Customer products are available on request.
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