Sancon® SM series

s M ¥R (CDS0C)

B 5mm 5, FEYAFRR , 85°C 1000 /Mid, Be 5mm in height and mini-size , 85°C 1000 hours .
m ERTEEN. SFESW. ES0T. DVD, SHf. Fil. SiENE.

Suitable for camera, car audio, mini-audio sets, DVD, interphone, mobile phone, etc.

B 54 RoHS, RoHS Compliant.
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I B Item 4% M Performance Characteristics g
TIFRE R aen
Category Temperature Range ~40~+85°C
W B
Rated Voltage Range 4~50Vec
IRFRERS BT RE +20% (+20°C, 120Hz)
Capacitance Tolerance - !
Leaka;);m?éﬁﬁrrent 1<0.01CV or 3 (pA) 2 3% (at 20°C ,after 2 mintues ) BUEAZE ( whichever is greater )
HREAIELNE (t98) Rated Voltage(V,,) 4 6.3 10 16 25 35 50
Dissipation Factor
( +20°C,120Hz) tgd(Max.) 0.35 0.26 0.22 0.18 0.16 0.14 0.12
RS (BREE Max. ) Rated Voltage(V,.) 4 6.3 10 16 25 35 50
Temperature characteristics o N
(Max. Impedance ratio) 2(-25°C )/Z(+20°C) 2 2
(120Hz) Z(-40°C)/Z(+20°C) 15 6 3 3
+85°CHINEREER & 1000 /T , #RE 16 /AT :
Tt After applying rated voltage for 1000 hours at +85°C and then resumed 16 hours:
B EmE BB Capacitance change : <#IIANE(ER] £25% +25% of the initial measured value(4V and ¢3: < +30%)
REABIETHE D.F. (tgd) : <HIAHIE(ER) 200%  200% of the initial specified value
B H i Leakage current : <{JBA¥ITE{E The initial specified value
+85°C , 1000 /g -ZFfE |, & 16 N\E3fE -
=ErE After storage for 1000 hours at +85°C and then resumed 16 hours:
Shelf Eh?e B BT Capacitance change : <#J#AME{ER £25% +25% of the initial measured value(4V and $3: < +30%)
REAIETE D.F. (tgd) : <HIFAHIAE(ER) 200%  200% of the initial specified value
w F it Leakage current : <¥JMAHIAZ(ERY 200%  200% of the initial specified value

S$MESEIR R~ Diagram of Dimensions

LURREEIERE Multiplier for Ripple Current

%4 Sleeve Unit: mm
T ’ﬁq @d
oo| b 7 Hi= ] ~Teeos SREZRE Frequency coefficient
””” B ‘ Frequency(Hz)
v 15min. 4min. Cap(uF) 60 120 1k 2 10k
0.1~68 0.8 1.0 13 15
L & 4 > 63 8 100-470 0.8 1.0 1.15 1.2
F 1.0 15 2.0 25 35 : : : :
od 04 0.45 05
¢D' ®D+0.5max
L L+1max




Sancon® SM series
mEm—%E Standard Ratings
Rated
Voltage 4 6.3 10 16 25 35 50
(Vao) (0G) (0J) 1A (10) (1E) (1) (1H)
Cap.(uP)\ Code
0.1 OR1 43)x5| 1.0
0.22 R22 43)x5 | 2.0
033 R33 43)x5| 2.8 o
g
047 R47 43)x5 | 4.0 =
=
1 010 43)x5 | 84 gz
S
2.2 2R2 3x5 84 |4B3)x5| 13 2
33 3R3 3x5 10 4x5 14 4x5 17
47 4R7 3x5 13 4x5 16 4x5 18 5x5 20
10 100 3x5 15 3x5 17 3x5 23 5x5 27 5x5 29 6x5 33
22 220 3x5 19 3x5 28 3x5 33 4x5 37 6x5 42 6x5 46 8x5 52
33 330 4x5 28 4x5 37 4x5 41 5x5 49 6x5 52 8x5 62 8x5 71
47 470 4x5 33 4x5 45 5x5 52 6x5 58 8x5 70 8x5 80
100 101 5x5 56 5x5 70 6x5 80 8x5 92 8x5 | 110
220 221 6x5 9% 6x5 | 110 | 8x5 | 135 | 8x5 92
330 331 8x5 | 145 | 8x5 | 170 8x5 90
470 471 8x5 | 185 | 8x5 | 210

ERELURKEER Rated ripple current(mA,+85°C,120Hz)

AtRIEEZPEEEHTEH Customer products are available on request.



