Sancon®

NK series

NK oscrmen comn

B 105°C 1000 /\dg, 105°C 1000 hours.
TR AT R R 3 R AT IR .

Bi-polarized , used in polarity reverse and change circuits.

FEHAMEE Specifications

In H Item

4% 1% Performance Characteristics

TEREEE
Category Temperature Range

-40~+105°C

HEREEE
Rated Voltage Range

6.3~100V;,

IMRFEBERITRE

Capacitance Tolerance

+20% (+20°C, 120Hz)

iR
Leakage Current

1 <0.03CV+3(uA) (1 minute)

S ATENIE ( 95 Rated Voltage(V,.) 6.3 10 16 25 35 50 63 100
%issipation éagtor) tg&(Max.) 0.28 0.24 0.22 0.20 0.15 0.14 0.10 0.09
(+20°C,120Hz) AT 1000yF % , 10 1000uF, EHRFEAIEIERAN 0.02,
When nominal capacitance exceeds 1000uF, add 0.02 to the value above for each 1000pF increase.

BB (PEHIEL Max. ) Rated Voltage(V,.) 6.3 10 16 25 35 50 63 100

Temperature character[stlcs Z(-25°C)/Z(+20°C) 4 3 > > > > > >
(Max. Impedance ratio)

(120Hz) Z(-40°C)/Z(+20°C) 10 6 5 4 3 3 3

REAIEE DF. (tan§)

A resumed 16 hours :
Endurance B B3R Capacitance change :

i © i Leakage current:

+105°CHNERTEFEE 1000 /ot (&2 250 NITREERIE—IR ) |, PRE 16 /NGTfG :
After applying rated voltage for 1000 hours at +105°C (with the polarity inverted every 250 hours) and then

<HIBAERY £20%  +20% of the initial value
T <HIIRHR(ERY 200% 200% of the initial specified value
<YIIAFIAEE The initial specified value

S'%h:?fmﬂ?_e FAZSBZVER Capacitance change :
RKAIEIE D.F. (tand

m B W Leakage current :

+105°C, 1000 /NIFCA7S5 | #RE 16 \idfE
After storage for 1000 hours at +105°C and then resumed 16 hours :
<YIIAERY £20% +20% of the initial value

) <YIEARAEER 200% 200% of the initial specified value

<YIEARHASER 200% 200% of the initial specified value

S$pSEIR R~ Diagram of Dimensions

LURREEIER Multiplier for Ripple Current

mﬁ unit: mm SERZEEY Frequency coefficient
T \‘”" Frequency
oo| AL I — = Trs Us(V) (Hz)| 50/60 | 120 | 1K | 10K | 100K
L 7M*EE 6.3~16 080 | 1 | 11 | 12 | 12
It 15min. amin. 25~35 0.80 1 15 17 1.7
50~160 0.80 1 1.6 1.9 1.9
oD 5 6.3 8 10 | 12.5 16 18
r 20 25 35 5.0 75 BEZRE Temperature coefficient
od 0.5 0.6 0.8 Temperature (°C) +70 +85
- (L<16) 1.5 (L>16)20 Coefficient 1.35 1
¢D' ®D+0.5max
L' L+amax




Sancon® NK series

xR —%FE Standard Ratings

iz V°"‘(E\’/i13 6.3V 10V 16V 25V 35V
b\ Cods 0 1A 1C 1E 1v

0.47 R47

1.0 010

95 2R2

33 3R3

47 4R7 5x11 34

10 100 5x11 47 5x11 42 5x11 43

22 220 5x11 57 5x11 57 6.3x11 65 6.3x11 73

33 330 5x11 64 5x11 64 5x11 40 il 80 8x12 100

47 470 5x11 76 5x11 76 6.3x11 95 6.3x11 95 8x12 120
100 101 | 63x11 125 il 125 8x12 160 8x12 160 10x16 230
220 221 8x12 215 8x12 215 1013 275 1016 305 13x20 410
330 331 8x12 265 1016 345 10x16 375 1320 450 13x20 505
470 471 | 10x13 370 1016 410 13x20 485 13%20 540 1325 655
1000 | 102 | 10x20 650 e 720 16x25 855 16x25 950 16x30 | 1140
2200 | 222 | 13x25 | 1160 | 16x25 1280 | 16x30 | 1510 | 19x35 | 1620
3300 | 332 | 16x25 | 1570 | 16x30 | 1690 | 19x35 | 1980
4700 | 472 | 16x30 | 2020 | 19x35 | 2160
6800 | 682 | 19x35 | 2600

Rated Voltage 50V 63V 100V
(Vo)
et \ @ 1H U 2A

0.47 R47 5x11 11 5x11 14

1.0 010 5x11 17 5x11 21

22 2R2 5x11 25 63x11 34

33 3R3 5x11 27 5x11 28 6.3x11 39

47 4R7 5x11 34 6.3x11 34 6.3x11 47

10 100 | 63x11 52 6.3x11 57 8x12 71

2 220 8x12 89 8x12 95 10x16 135

33 330 8x12 105 1013 135 13x20 220

47 470 10x13 150 10x16 180 13x20 240

100 101 10%20 265 13%20 320 16%25 425

220 221 13x25 480 16%25 575 19x35 720

330 331 16%25 650 16x30 655

470 471 16x30 835 19x35 965

HIRESCRFEETE Rated ripple current(mA,+105°C ,120Hz)

RIEEFPEEEFIFm Customer products are available on request.



