Sancon®

PZ series

PZ (CD26J)

m K&5©

B JERTTRET SR LR,

Used in energy saving lamp electronic circuits, etc.

FERARMEE Specifications

: 105°C,2000 /\iT , BAI&E.
Long life,105°C 2000 hours, high reliability.

Leakage Current

In H Item 4% M Performance Characteristics
TIRREERE o
Category Temperature Range -40~+105°C
e EEE N
Rated Voltage Range 200~400Va
="
e b e £20% (+20°C , 120H2)
Capacitance Tolerance
3 2%
R 2 5% (2 minute)

1<0.03CV(uA)

HREFIEYHE (tgd)
Dissipation Factor
(+20°C,120Hz)

400
0.10

Rated Voltage(V,.) 200 250
tg&(Max.) 0.09 0.09

ZFEKXT 1000pF & , 21810 1000uF, EHRFEMAIEYIELLHN 0.02,
When nominal capacitance exceeds 1000uF, add 0.02 to the value above for each 1000uF increase.

IBEEFE (BEHIEE Max. )
Temperature characteristics Rated Voltage(Vy) 200 250 400
(Max. Impedance ratio) Z(-40°C )/Z(+20°C ) 4 6 10
(120Hz )
£ 105°CIMEH | ELNIEERBESTUESIRENR ( ATl EEENBIEUE TIFEE )2,000 /NfE , EBEFHEE
20°CEMETS | RIARLATEK ©
After application of DC voltage with rated ripple current (the voltage peak is not more than rated voltage)
A at 105°C 2,000 hours, measuring the parameters when the capacitors are restored to 20°C,
Endurance the capacitors shall meet the requirements as below:
EBAET{LE Capacitance change : <#I#AERY £20% +20% of the initial value
REKCAIETE DF. (tand) : <¥IMAKIHS{ERY 200% 200% of the initial specified value
wm B R Leakage current : <#J#5HItE(E The initial specified value
7 105°CIR R , TSAREHE 1000 /Nadf5 | FEERER 20°CHTIUER | BB TEK !
The following specifications shall be satisfied when the capacitors are restored to 20°C after exposing
= e them for 1,000 hours at 105°C without voltage application:
Shelf Life EBRETE Capacitance change : <#JIR{ER) £20% +20% of the initial value

<HTERIAS(ERY 200% 200% of the initial specified value
<HIIERIAZ(ERY 200% 200% of the initial specified value

DF. (tand):
Leakage current :

L\QE%IE’FJME
l% % Il L

5he

BB R~ Diagram of Dimensions

Uk RIEERY Multiplier for Ripple Current

157 Sleeve Unit: mm
T [ m \Od SREREE Frequency coefficient
(1o} 1 O 1 - |F£0.5
=
% ,,,,, ,:J Frequency(Hz)
' 50 100(120) 1K 10K
5 15min. 4min.
Ur(V) CR(uF)

oD 8 10 | 13 16 200~400 47~33 0.80 1.00 1.40 1.60

F 3.5 5.0 7.5
&d 0.5 0.6 0.8
¢D' ®D+0.5max

L L+2max




Sancon® PZ. series

SEEIFE Standard Size

V(Code) 200(2D) 250(26) 400(26)

Item Case size Rated ripple Case size Rated ripple Case size Rated ripple
ODxL (mArms) ODxL (mArms) ODxL (mArms)
Cap.(uF)\ Code (mm) 105°C /100KHz (mm) 105°C /100KHz (mm) 105°C /100KHz
1 (010) 8x12 16
2.2 (2R2) 10x13 27
33 (3R3) 10x16 36
47 (4R7) 10x13 50 10x13 50 10x20 43
10 (100) 10x16 80 10x20 80 13x20 72
22 (220) 10x20 140 13x25 140 16x25 110
33 (330) 13x25 190 13x25 190

ARIEEFPEEEFIFm Customer products are available on request.



