Sancon® NS series

N S FetktEmm (CD71C)

B 7mm SE , TtRkiEFER  85°C 1000 /i,
7mm  height, Bi-polarized, 85°C 1000 hours.
B ERTESHRASRIERERIRAEE.

Used in circuits what polarity is reversed, such as signal coupling, etc.
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FEMARMEE Specifications £
o
In B Item 4% M Performance Characteristics g
=]
TFRECE A0~ +85°C
Category Temperature Range
HEREEE -
Rated Voltage Range 6.3~63Vac
IR R AR £20% (+20°C , 120Hz)
Capacitance Tolerance eve '
3 =
Leakéfzgé}trrent [<0.03CVor3 (uA) 5%% (5 mintues) BU&AE (whichever is greater )
IRKAIELE (198) Rated Voltage(Vy,) 63 10 16 25 35 50 63
Dissipation Factor
( +20°C,120Hz) tg&(Max.) 0.30 0.25 0.20 0.15 0.15 0.15 0.10
IRESSME (FREL Max. ) Rated Voltage(Vy.) 6.3 10 16 25 35 50 63
Temperature characteristics oco o
(Max. Impedance ratio) ACETC YY) 4 3 2 2 2 2 2
(120Hz) Z(-40°C)/Z(+20°C) 10 8 6 4 4 4 4

+85°C/INENEERE 1000 /T (5 250 /MNIS/REEARME—IR ) |, RE 16 \BIfE -
After applying rated voltage for 1000 hours at +85°C (with the polarity inverted every 250 hours) and then

it At resumed 16 hours :

Endurance BRETER Capacitance change : <¥IIAMEER +25% +25% of the initial measured value
RKRIETHE D.F. (tgd) : <¥IHBHIAS{ERY 200% 200% of the initial specified value

W B W Leakage current: <#J{&HIMEE The initial specified value

+85°C , 1000 /NS | #RE 16 /i :
After storage for 1000 hours at +85°C and then resumed 16 hours :

S,%h:?fm[i?f?e BB Capacitance change : <#IIANE(ERI £25% +25% of the initial measured value
REABIETHE D.F. (tg®) : <¥IIAMIAR(ERI 200% 200% of the initial specified value
w B R Leakage current : <#JEAHIHE(EAY 200% 200% of the initial specified value
SpEIR R~ Diagram of Dimensions LURREEERE Multiplier for Ripple Current
154 Sleeve Unit: mm
T e g
ol AL Jﬂﬂi 1 “Trios RREE Frequency coefficient
% ,,,,, _«\_, Frequency(Hz)
50(60) | 120 500 1k > 10k
v 15min. 4min. Cap(uF)
0.1~100 0.80 1.0 1.2 13 15
¢D 4 5 6.3
F 15 20 25
&d 045
¢D' ®D+0.5max
L L+1max




® .
Sancon NS series
miEm—% X Standard Ratings

Rated

Voltage 6.3 10 16 25 35 50 63

(Vo ©J) (1A) 1c) (1E) av) (1H) @)
Cap.(uF)\ Code

0.1 OR1 4x7 | 08
0.22 R22 4x7 | 20
0.33 R33 4x7 3.0
0.47 R47 4x7 | 40
1 010 4x7 | 85 | 4x7 11
22 2R2 4x7 14 5x7 18
33 3R3 4x7 13 4x7 16 5x7 19 6x7 23
4.7 4R7 4x7 16 5x7 18 5x7 22 6x7 25 8x7 28
10 100 4x7 21 5x7 26 6x7 23 6x7 32 8x7 40
22 220 4x7 29 4x7 33 6x7 39 6x7 43 8x7 48
33 330 5x7 37 5x7 45 6x7 48 8x7 53
47 470 6x7 48 5x7 53 8x7 63
100 101 | 8xx7 | 75 6x7 82

ARELSCREETR Rated ripple current(mA, +85°C ,120Hz)

ARIEEFEEEHTR Customer products are available on request.
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